ALEX
~_

.100"(2.54mm) Crimp Terminal Housing

Specifications:
® Current rating: TAAC, DC max. ® |nsulation resistance: 1000MQ  min.
® \/oltage rating: 250V AC, DC e Contact resistance: 20mQ max.
® Dielectric Strength: 800V AC/minute ® Temperature range: -25°C ~95 C
® Applicable P. C. board thickness: .063"(1.6mm) (including temperature rise)

65T inches
Crimp Terminal mm | 452 |

® Material: Brass L

e Finished: Tin-plated or Tin-plated & Gold flash 01 @
(Gold flash in the contact area) 063 | ‘

Used in ALEX 6501, 6521 series housings 1.6 A

Wire range: AWG #22 ~ #28

Thickness: 0.2mm

Ordering Information 77 098 "
Part No. Finished __Description | 45 ‘ ‘ 25 ‘
109 | neplated & Goldflash |\ ¢ 1, s504(02~20), 6521(04~20) _ Il

65T-1850T | Tin-plated

65T-1950 | Tin-plated & Gold flash . ” - e
65T-1950T | Tin-plated Used in 6501(21~40), 6521(22~80) 155

6501 'N series inches

Single Row Crimp Terminal Housing | A i
® 1 ~ 40 circuits available - I@ i @Lﬁﬁ% @‘ =
e Material: PBT, UL 94V-0 —
® Standard color: Black 2% 1 B |
e Accepts ALEX 65T series terminals
® Mates with ALEX 6502, 6503, 6504, 6508 series headers ‘ // j
ﬂ@@gﬂﬂﬂ -
120
, |
Dimensional Information - in ( mm)
Circuits Dim.A Dim.B Circuits Dim.A Dim.B Circuits Dim.A Dim.B
1 0.108 ( 2.74) 15 1.400 (35.56) 1.508 (38.30) 29 2.800 (71.12) 2.908 ( 73.86)
2 0.100 ( 2.54) 0.208 ( 5.28) 16 1.500 (38.10) 1.608 (40.84) 30 2.900 (73.66) 3.008 ( 76.40)
3 0.200 ( 5.08) 0.308 ( 7.82) 17 1.600 (40.64) 1.708 (43.38) 31 3.000 (76.20) 3.108 ( 78.94)
4 0.300 ( 7.62) 0.408 (10.36) 18 1.700 (43.18) 1.808 (45.92) 32 3.100 (78.74) 3.208 ( 81.48)
5 0.400 (10.16) 0.508 (12.90) 19 1.800 (45.72) 1.908 (48.46) 33 3.200 (81.28) 3.308 ( 84.02)
6 0.500 (12.70) 0.608 (15.44) 20 1.900 (48.26) 2.008 (51.00) 34 3.300 (83.82) 3.408 ( 86.56)
7 0.600 (15.24) 0.708 (17.98) 21 2.000 (50.80) 2.108 (53.54) 35 3.400 (86.36) 3.508 ( 89.10)
8 0.700 (17.78) 0.808 (20.52) 22 2.100 (53.34) 2.208 (56.08) 36 3.500 (88.90) 3.608 ( 91.64)
9 0.800 (20.32) 0.908 (23.06) 23 2.200 (55.88) 2.308 (58.62) 37 3.600 (91.44) 3.708 ( 94.18)
10 0.900 (22.86) 1.008 (25.60) 24 2.300 (58.42) 2.408 (61.16) 38 3.700 (93.98) 3.808 ( 96.72)
11 1.000 (25.40) 1.108 (28.14) 25 2.400 (60.96) 2.508 (63.70) 39 3.800 (96.52) 3.908 ( 99.26)
12 1.100 (27.94) 1.208 (30.68) 26 2.500 (63.50) 2.608 (66.24) 40 3.900 (99.06) 4.008 (101.80)
13 1.200 (30.48) 1.308 (33.22) 27 2.600 (66.04) 2.708 (68.78)
14 1.300 (33.02) 1.408 (35.76) 28 2.700 (68.58) 2.808 (71.32)
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ALEX
"

100" (2.54mm) Center Headers

-
‘\
|

6502-N Series
Straight Flat Header

e PBT, UL 94V-0

e 025" (0.64mm) straight square i
wire pins J

® Various pin lengths available 100

® 1-40 circuits available e

e Mates with 6501 series housing

e Stackable side-to-side and end-
to-end

D ——

- 100 + .002
E . 254 =005
(2:54) 1 TYP. NON-ACCUM
236
(6.0)
inches
mm
118 I
(3.0) 040 = .002
To5 00 DIA HOLE TYP
PCB LAYOUT

6503-N Series
Right Angle Flat header

e PBT, UL 94V-0

® 025" (0.64mm) right angle square
wire pins

® Various pin lengths available

® 1-40 circuits available

® Mates with 6501 series housing

e Stackable end-to-end

100
(2.54)

100 = .002
254 + 0.05
TYP. NON-ACCUM

236

(6.0)

) —_—
inches 4
i €0 2302002 bia HoLe TvP
20 PCB LAYOUT
Dimensional Information - in. (mm) 6502/6503
Circuits Dim. A Dim. B Circuits Dim. A Dim. B Circuits Dim. A Dim. B
1 0.100 ( 2.54) 15 1.400 (35.56) | 1.500 (38.10) 29 2.800 (71.12) | 2.900 ( 73.66)
2 0.100 ( 2.54) | 0.200 ( 5.08) 16 1.500 (38.10) | 1.600 (40.64) 30 2.900 (73.66) | 3.000 ( 76.20)
3 0.200 ( 5.08) | 0.300 ( 7.62) 17 1.600 (40.64) | 1.700 (43.18) 31 3.000 (76.20) | 3.100 ( 78.74)
4 0.300 ( 7.62) | 0.400 (10.16) 18 1.700 (43.18) | 1.800 (45.72) 32 3.100 (78.74) | 3.200 ( 81.28)
5 0.400 (10.16) | 0.500 (12.70) 19 j.800 (45.72) | 1.900 (48.26) 33 3.200 (81.28) | 3.300 ( 83.82)
6 0.500 (12.70) | 0.600 (15.24) 20 1.900 (48.26) | 2.000 (50.80) 34 3.300 (83.82) | 3.400 ( 86.36)
7 0.600 (15.24) | 0.700 (17.78) 21 2.000 (50.80) | 2.100 (53.34) 35 3.400 (86.36) | 3.500 ( 88.90)
8 0.700 (17.78) | 0.800 (20.32) 22 2.100 (53.34) | 2.200 (55.88) 36 3.500 (88.90) | 3.600 ( 91.44)
9 0.800 (20.32) | 0.900 (22.86) 23 2.200 (55.88) | 2.300 (58.42) 37 3.600 (91.44) | 3.700 ( 93.98)
10 0.900 (22.86) | 1.000 (25.40) 24 2.300 (58.42) | 2.400 (60.96) 38 3.700 (93.98) | 3.800 ( 96.52)
1 1.000 (25.40) | 1.100 (27.94) 25 2.400 (60.96) | 2.500 (63.50) 39 3.800 (96.52) | 3.900 ( 99.06)
12 1.100 (27.94) | 1.200 (30.48) 26 2.500 (63.50) | 2.600 (66.04) 40 3.900 (99.06) | 4.000 (101.60)
13 1.200 (30.48) | 1.300 (33.02) 27 2.600 (66.04) | 2.700 (68.58)
14 1.300 (33.02) | 1.400 (35.56) 28 2.700 (68.58) | 2.800 (71.12)
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< ALEX ’
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100" (2.54mm) Right Augle Header

6504-N Series
Right Angle Flat Header

® PBT, UL 94V-0

e 025" (0.64mm) right angle square
wire pins

® Various pin lengths available

® 2-40 circuits available

e Mates with 6501 series housing

e Applicable PC board thickness:
.063" (1.6mm)

inches
mm

‘ B (REF) \
L A (REF) N

|
I
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12.54)
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100 100 = .002

(2.54) 2542005

236

— F& o |

)
(3.0) 4 040 = .002
05 =005 DIA HOLE TYP

Note:
A= (Circuits - 1) x (2.54mm) PCB LAYOUT
B= Circuits x (2.54mm)

TYP. NON-ACCUM.

6508-N Series
Right Angle Header, SMT

e 2 ~ 40 circuits available

e Insulator: Nylon 6T

e Contact: Brass

e Gold flash plated over nickel

e .025"(0.64mm) square pin

e Various pin lengths available

e Mates with ALEX 6501 housing

6508-xxA 6508-xxB

Dimensional Information ( mm)

Part No. Dim. A Dim. B
6508-xxA
6508-2xB 254 x(N-1) 254 xN
&& N=2~40

inches
mm

P. C. board hole dimensions
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